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Como Desert va crea o estetica naturald si rustica in locuina ta.
Placile mari de tip herringbone ofera o atmosfera calda si
confortabila, in timp ce nuanga naturald a stejarului confera
pardoselii un aspect clasic si impresionant. Placile mari sunt periate si
finisate cu un ulei UV natural, intarind lemnul si oferind totodata o
estetica rustica deosebita.

Como Desert are o grosime de 14 mm si este realizat din stejar
multistratificat, cu un strat superior de stejar solid de 3 mm grosime,
ceea ce inseamna cd poate fi slefuit si reconditionat de mai multe ori.
De asemenea, rezista la 0 gama variata de fluctuatii de temperatura,
fiind ideal pentru instalarea incalzirii prin pardoseald in locuinta ta.

Como Desert are un sistem de imbinare de tip nut si feder, ceea ce
face usoara asamblarea placilor. Se poate fixa prin cuie sau lipire pe
substrat, sau poate fi montat flotant peste o izolatie adecvata si lipit
laimbindrile nut si feder.

Detalii despre produs Date tehnice
Constructii Multstratificat Certificare de incendiu Dfl-s
Finisaj UV ulei natural Rezistenta la alunecare 06
Specii de lemn Stejar Rezistenta termica 021 W/mK
Origine stejar Ungaria Durabilitate (lasa1-foarte durabil
GAUCI Grade Rustic Clasificare a formaldehidei Clasa E1
Furnir de stejar (mm) 3 Fara ftalati? Da
Tip tesire 4 sides 0.5Smm Clasificare a emisiilor de COV Emisiuni scazute
Grosime placa (mm) 14 Incilzire in Pardoseala Compatibil
Latime placa (mm) 150
Lungime placa (mm) 600
Continut pachet (m?) 072
Continut pachet (bucatji) 8

Ghid de instalare Proprietati
Sistem de imbinare Toungue & Groove
Tip Montaj Batute in cuie sau lipite
Spatiu de dilatare 8-10mm
Compatibil cuincalzirea prin pardoseald? Da
Garantie Ani
Rezidential 20

Suitabilitate pentru camera




GAUCI

Technical Data Sheet
Engineered Oak Herringbone - Como Desert (HE1404)

Product Description

Como Desert will create a natural and rustic aesthetic in your home.
The large herringbone planks create a warm and cosy feel whilst the
natural shade of the oak give the floor a stunning, classic look. The
large planks are brushed and finished with a natual UV oil,
strengthening the wood whilst providing a beautiful rustic aesthetic.

Como Desert is a 14mm thick engineered oak floor with a solid oak
veneer of 3mm thickness meaning it can be sanded down and
refinished multiple times. It can also withstand a range of fluctuating
temperatures, which is perfect if you are interested in installing
underfloor heating in your home.

Como Desert has a tongue and groove joining method which
makes it easy for the planks to be put together. It can be nailed or
glued down to the subfloor, or floated over a suitable underlay and
glued at the tounge and groove.

Product Details Technical Data
Construction Multi ply Fire certification Dfl-st
Finish Natural UV oiled Slip resistance 06
Wood species Oak Thermal conductivity 0,21 W/mK
Oak Origin Hungary Durability rating Class 1- highly durable
GAUCI Grade Rustic Formaldehyde rating Class E1
Oak Veneer (mm) 3 Phthalate free? Yes
Bevel 4 sides 0.5mm VOC emissions rating Low emissions
Plank thickness (mm) 14 Suitable for underfloor heating? Yes
Plank length (mm) 150
Plank width (mm) 600
Pack size (m?) 072
Pack size (planks) 8

Installation Guidance Property
Fitting System Toungue & Groove
Fitting Method Glued or nailed down
Expansion gap 8-10mm
Compatible with underfloor heating? Yes
Warranty Years
Residential 20

Room Suitability




