
Suitabilitate pentru cameră

SPC Click Herringbone - Verbier Chestnut

Descrierea Produsului

Naples Café este finisat elegant cu un lac UV nuanțat în tonuri de cafea, 
oferindu-i o protecție și durabilitate excepționale, alături de un aspect 
superb. Clasa rustică înseamnă că există noduri și granulații mici în stejar, 
adăugând un plus de caracter pardoselii și locuinței dumneavoastră. 
Pardoseala include, de asemenea, lamele extra lungi și late, contribuind la 
o estetică ce creează impresia de mai mult spațiu în casă. Lamelele sunt 
periate și finisate cu un ulei invizibil UV, care întărește lemnul și oferă un 
aspect rustic rafinat.

Naples Café este un parchet stratificat de stejar cu o grosime de 14 mm și 
un strat superior de furnir solid de stejar de 3 mm, ceea ce înseamnă că 
poate fi șlefuit și refinisat de mai multe ori. Pardoseala rezistă la fluctuațiile 
de temperatură, fiind ideală pentru instalarea unui sistem de încălzire prin 
pardoseală.

Naples Café utilizează un sistem de îmbinare prin nut și feder, ceea ce face 
ca lamelele să fie ușor de asamblat. Acestea pot fi fixate prin batere în cuie, 
lipite de stratul suport sau instalate flotant, pe o membrană adecvată, 
lipindu-se la nivelul nutului și federului.

Fișă Tehnică
Parchet Multistratificat Plank - Naples Café (EO1405)

Detalii despre produs Date tehnice 
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Constructii 

Specii de lemn

Grosime placă (mm) 

Lățime placă (mm) 

Lungime placă (mm) 

Conţinut pachet (m²)

Conținut pachet (bucăți)

Tip teşire

Furnir de stejar (mm) 

Origine stejar

GAUCI Grade

Finisaj

Stejar 

2 sides 1.5mm

14

190

1900

2.166

Multstratificat

3

Rustic

Ungaria

UV Lăcuit Rezistență la alunecare

Rezistență termică

Clasificare a formaldehidei

Clasificare a emisiilor de COV

Certificare de incendiu 

Fără ftalați? 

Durabilitate

Încălzire în Pardoseala
Baza din placaj

66

0,21 W/mK

Clasa E1 

Emisiuni scăzute

Dfl-s1

Da 

Clasa 1 - foarte durabil

Compatibil

Eucalipt

Ghid de instalare Proprietăți 
Sistem de îmbinare

Spațiu de dilatare

Toungue & Groove

8-10mm 

Garanție Ani
Rezidențial 20

Compatibil cu încălzirea prin pardoseală? Da 

Tip Montaj Bătute în cuie sau lipite



Room Suitability

SPC Click Herringbone - Verbier Chestnut

Product Description 

Naples Café is elegantly finished with a coffee stained stained UV lacquer 
giving it ultimate protection, durability and a gorgeous look. The rustic 
grade means there are small knots and grains in the oak, adding extra 
character to the floor and your home. The floor also features extra long 
and wide planks, delivering an aesthetic that will create the impression of 
more space in your home. The planks are brushed and finished with a UV 
invisible oil, strengthening the wood whilst providing a beautiful rustic 
aesthetic.

Naples Café is a 14mm thick engineered oak floor with a solid oak veneer 
of 3mm thickness meaning it can be sanded down and refinished 
multiple times. It can also withstand a range of fluctuating temperatures, 
which is perfect if you are interested in installing underfloor heating in 
your home. 

Naples Café has a tongue and groove joining method which makes it 
easy for the planks to be put together. It can be nailed or glued down to 
the subfloor, or floated over a suitable underlay and glued at the tounge 
and groove. 

Technical Data Sheet
Engineered Oak Plank - Naples Café (EO1405)

Product Details Technical Data
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Construction

Wood species

Plank thickness (mm) 

Plank length (mm) 

Plank width (mm) 

Pack size (m²)

Pack size (planks)

Bevel

Oak Veneer (mm) 

Oak Origin

GAUCI Grade

Finish

Oak

2 sides 1.5mm

14

1900

190

2.166

Multi ply

3

Rustic

Hungary

UV Lacquered Slip resistance

Thermal conductivity

Formaldehyde rating

VOC emissions rating

Fire certification

Phthalate free?

Durability rating

Suitable for underfloor heating?
Base

66

0,21 W/mK

Class E1 

Low emissions

Dfl-s1

Yes

Class 1 - highly durable

Yes

Eucalyptus

Installation Guidance Property
Fitting System

Expansion gap

Toungue & Groove

8-10mm 

Warranty Years
Residential 20

Compatible with underfloor heating? Yes

Fitting Method Glued or nailed down


